11 3
10
b
b Y
i har
1
V= [[DI ID:H 8
IMLET - SUTLET
8' 7'
Inlet of sump must be
5" below finish
interior floor
2"knockout for sump
T pump, with 12" of 1.5" PVC
| P sticking out
3"TO 12" RISER &)
GRADERINGS Q "
If over 12" barrel 1_4
must be used FLAHM
32" 10 on grade rings
4 ] - _ — SEE NOTE
. N c A ]
. .o o’ /_é : Iy
bl n T r - g . ]
B J- 'd_,,- 4 . - . / /_ . .4 i
L .
=_——=] . =/ —— ) L 4,
v —
ErErl . | ‘:-. ..
. Lo,
if
d;_\_\_‘_‘—\—\_\_\_\_\_\_\_ I
N .l‘.-'J
. 2 5 S
18 w2 L
i ®~. gl i ﬁi/
S" — . H - T~ - ", Y— I | Srl
- — =t + E—- ﬁ— . — - — — % —1hH -
IMLET Hsatail = Hsatail i =1 U™ OUTLET
E 3 @ o
MOTES: | I B .. i
1.;&LL|=|_|=|r-41.|13l|;car-IJIjDE_l:dtl_||1|3ru1Er-nis.l_u?|=L|E|:.~E.*lr 7 @ Mo channels in floor @ @ 4 24"
restige origwide |lechnologies 4’ = )
= = 4 must be smooth finish
2 VAULT SUPPLIER WILL SUPPLY AN INDIVIDUAL 4, | o 2"knockout for sump
WITH AT LEAST 10 YRS EXP. WITH CONTROL WALVE \ I = - . : . [~ pump, with 12" of 1.5" PVC
EQUIFMENT START-UF AND TROUBLE SHOOTING. : 8 - avl o, 4 ™ - . e s sticking out
3. VAULT SUPPLIER TO PROVIDE 3 COPIES OF O & M ’{ . —
MANLALS. .
4. VAULT SHOWHN INCLUDES ALL EGUIPMENT (B’ K“E“\ SECTIGH J .
REQUIRED FOR A FULLY FUNCTIONING PRV STATION.  min. .05% Tnax 2% SEE MWOTE LA . 12" x 12" sump for
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6. DISINFECTION, FINAL GRADE AND ANY
CONMECTIONS OUTSIDE OF THEVAULT ARETHE
IMSTALLERS RESPOMSIBILITY.

Prestige wwt Large Meter Vault.) 6" WALLED H20 LOADED VAULT
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DRAWING NOT TO SCALE

(VALLT AND HATCH MUST BE TRAFIC RATED...)

BILL OF MATERIALS

ITEM | OTY DESCEIFTION
1 1 8" CLA-VAL 92G-01YBCSKC PRESSURE REDUCING/
SUSTAINING VALVE W /X101 D.1. BODY EPOXY
COATED 55T TRIM 150LB FLANGE.
2 1 3" CLA-VAL 92G-01YBCSKC PRESSURE
REDUCING/SUSTAINING VALVE W /X101 D.1. EPOXY
COATED S5T TRIM 150 FLANGE.
3 2 8"R/S GATE VALVE 150 FLXFL €-509 NSF-61
ANSIMWW,Q. WITH HAMD WI—_!EELS.
4 2 3" R/S GATE VALVE 150 FLXFL C-509 NN5F-61
2 21/2" 0-200 PSI GAUGE LIQUID FILLED
WITH 1/4 S5T. ISOLATION WALVE.
] 1 PRESTIGE LARGE METER VAULT H-20
RATED. ROUND KENOCK FOR PIPE.
7 5 ADJUSTABLE STEEL PIPE SUPPORTS
8 2 8" LINK SEAL ASSEMBLY
q 1 32" GMI COMPOSIT RING & COVER
10 1 ALUMINUM LADDER WITH SAFETY POST
11 1 Sensus meter per Big Sky Spec If required
12 1 |3" GROVE COUPLING
13 3 |8" GROVE COUPLING
14 1 |8" CLA-VAL H STRAINER
15 1 3" CLA-VAL H STRAIMER
16 1 ejector sump pump w/ isolation valve & backflow
17 1 cello 4s data logger technolog/if required
18 1 8"R/S GATE VALVE 150 FLXFL C-509 N5SF-61
ANSI/aWWA  WITH OF Nut
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