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Mechanical Joint Details Plain End Details

Bolts

No. Size |Len PE Ls
5/8 3.0 5.5
3/4 3.5 5.5
3/4 3.5 5.5
3/4 3.5 6.3

Size A B (o D F J K1 K2 L M P S X

3 3.96 |250 (484 494 (406 |6.19 (762 |7.69 (0.58 |0.62 (0.63 |0.39 |[3/4
4 480 |2.50 [5.92 |6.02 |4.90 |7.50 [9.06 ([9.12 ]0.60 |0.75 |0.75 [0.39 |7/8
6 6.90 [2.50 |8.02 [8.12 |7.00 [9.50 |11.06 [11.12 |0.63 [0.88 ]0.75 [(0.43 |7/8
8 9.05 [2.50 |10.17 [10.27 |9.15 [11.75 |13.31 |13.37 |0.66 [1.00 |0.75 |[0.45 |7/8
10 11.10 (2.50 (12.22 |12.34 |11.20 [14.00 [15.62 |15.62 |0.70 [1.00 (0.75 ]0.47 |7/8 3/4 3.5 5.5
12 13.20 |2.50 |14.32 |14.44 [13.30 |16.25 [17.88 |17.88 [0.73 |1.00 (0.75 0.49 |[7/8 3/4 3.5 5.5
14 15.30 |3.50 [16.40 |16.54 [15.44 |18.75 |20.25 |20.25 |0.79 |1.25 |0.75 ]0.55 |[7/8 |10 3/4 4.0 8.0
16 17.40 (3.50 ([18.50 |18.64 |17.54 [21.00 [22.50 |22.50 |0.85 |[1.31 [0.75 |0.58 |7/8 |12 3/4 4.0 8.0
18 19.50 |3.50 |20.60 |20.74 [19.64 |23.25 |24.83 |24.75 |1.00 |1.38 |0.75 ]0.68 |[7/8 |12 3/4 4.0 8.0
20 21.60 [3.50 |22.70 [22.84 |21.74 [25.50 |27.08 (27.00 |[1.02 |1.44 |0.75 |0.69 |[7/8 |14 3/4 (4.0 8.0
24 25.80 [3.50 |26.90 [27.04 |25.94 [30.00 |31.58 [31.50 |[1.02 |1.56 [0.75 ]0.75 |[7/8 |16 3/4 (4.5 8.0
30 32.00 [4.00 |33.29 [33.46 |32.17 [36.88 |39.12 (39.12 |1.31 |2.00 [1.00 ]0.82 [11/8 |20 1 5.5 8.0
36 38.30 [4.00 |39.59 [39.76 |38.47 [43.75 |46.00 (46.00 [1.45 |2.00 [1.00 |1.00 [11/8 |24 1 5.5 8.0
42 44.50 |14.00 [45.79 |45.96 [44.67 |50.62 [53.12 |53.12 [1.45 |2.00 (1.00 [1.25 |[13/8 |28 11/4 16.0 8.0
48 50.80 [4.00 ]52.09 [52.26 |50.97 [57.50 |60.00 {60.00 |1.45 [2.00 |1.00 |1.35 |13/8 |32 11/4 16.0 8.0

[ooBie ol >R e JF S S

547- 64” fittings & dimensions available upon request

Weights in Pounds, Less Accessories / Dimensions in inches
Ductile Iron Class 350 per ANSI/AWWA C153/A21.53

April 2014 SIGMA Corporation www.sigmaco.com | 3

APPROVED



C153 Mechanical Joint Compact Fittings

1/4 90° Bends

MJ x MJ Bend 45°

MJ x MJ MJ x PE
Size Item No. Wt. A Item No. Wt. A B T
2 DMB290 |17 3.00 0.30
3 DMB390 |19 3.50 DME390 |16 3.25 8.50 0.33
4 DMB490 |25 4.00 DME490 |22 4.00 9.50 0.34
6 DMB690 |39 5.00 DME690 |41 5.00 11.50 0.36
8 DMB890 |57 6.50 DME890 |58 6.50 12.50 0.38
10 DMB1090 |89 7.50 DME1090 |83 7.50 13.00 0.40
12 DMB1290 |108 9.00 DME1290 |114 9.00 14.50 0.42
14 DMB1490 (210 11.50 DME1490 [197 11.50 19.50 0.47
16 DMB1690 |264 12.50 DME1690 |248 12.50 20.50 0.50
18 DMB1890 |335 14.00 DME1890 [325 14.00 21.00 0.54
20 DMB2090 (400 15.00 DME2090 |390 15.00 22.50 0.57
24 DMB2490 |565 16.75 DME2490 |575 17.00 25.00 0.61
30 DMB3090 (930 21.50 DME3090 |865 21.50 30.50 0.66
36 DMB3690 | 1,450 24.50 DME3690 |1,355 |24.50 33.50 0.74
42 DMB4290 |2,205 29.25 DME4290 |2,055 [29.25 38.25 0.82
48 DMB4890 2,990 33.25 DME4890 |2,805 |33.25 42.25 0.90
1/8 45° Bends
MJ x MJ MJ x PE
Size| Item No. Wt. A Item No. Wt. A B T
2 DMB245 |10 1.50 0.33
3 DMB345 |16 1.50 DME345 |13 1.50 7.00 0.33
4 DMB445 |22 2.00 DME445 |19 2.00 7.50 0.34
6 DMB645 |32 3.00 DME645 |34 3.00 8.50 0.36
8 DMB845 |46 3.50 DME845 |49 3.50 9.00 0.38
10 DMB1045 (70 4.50 DME1045 |69 4.50 10.00 0.40
12 DMB1245 (86 5.50 DME1245 |93 5.50 11.00 0.42
14 DMB1445 (160 5.00 DME1445 |146 5.00 13.00 0.47
16 DMB1645 (202 5.50 DME1645 |184 5.50 13.50 0.50
18 DMB1845 (250 6.00 DME1845 |235 6.00 13.00 0.54
20 DMB2045 (305 7.00 DME2045 |290 7.00 14.00 0.57
24 DMB2445 (405 7.50 DME2445 |390 7.50 14.50 0.61
30 DMB3045 (780 10.50 DME3045 |715 10.50 19.50 0.66
36 DMB3645 |[1135 11.50 DME3645 |1,040 12.00 21.00 0.74
42 DMB4245 (1610 14.00 DME4245 |1,460 14.00 23.00 0.82
48 DMB4845 (2090 15.00 DME4845 |1,905 15.00 24.00 0.90
1/16 22 1/2° Bends
MJ x MJ MJ x PE

Size [ Item No. Wit. A Item No. Wit. A B T
2 DMB222 1.00 0.33
3 DMB322 |15 1.00 DME322 |12 1.00 6.50 0.33
4 DMB422 |18 1.50 DME422 |18 1.50 7.00 0.34
6 DMB622 | 31 2.00 DME622 |29 2.00 7.50 0.36
8 DMB622 |46 2.50 DMES822 |43 2.50 8.00 0.38
10 DMB1022 |64 3.00 DME1022 | 61 3.00 8.50 0.40
12 DMB1222 |80 3.50 DME1222 | 79 3.50 9.00 0.42
14 DMB1422 | 136 3.75 DME1422 | 133 3.75 11.25 0.47
16 DMB1622 | 172 3.75 DME1622 | 166 3.75 11.75 0.50
18 DMB1822 | 255 4.50 DME1822 | 235 6.00 13.00 0.54
20 DMB2022 | 310 4.50 DME2022 | 300 7.00 14.00 0.57
24 DMB2422 | 412 4.50 DME2422 | 395 7.50 14.50 0.61
30 DMB3022 | 665 6.75 DME3022 | 600 6.75 15.75 0.66
36 DMB3622 | 960 7.75 DME3622 | 865 7.75 16.75 0.74
42 DMB4222 | 1350 9.00 DME4222 | 1,200 9.00 18.00 0.82
48 DMB4822 | 1760 10.00 DME4822 | 1,575 10.00 19.00 0.90

Weights in Pounds, Less Accessories / Dimensions in inches
Ductile Iron Class 350 per ANSI/AWWA C153/A21.53
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11,255
1/32 1-1/4° Bends A
MJ x MJ MJ x PE \

Size [ Item No. Wt. A Item No. Wi. A B T N

3 DMB311 | 14 1.00 DME311 12 1.00 6.50 0.33 I

4 DMB411 |16 1.25 DME411 17 1.25 6.25 0.34 -

6 DMB611 |30 1.50 DME611 27 1.50 7.00 0.36 2

8 DMB811 |42 1.75 DME811 39 1.75 7.25 0.38

10 |[DMB1011 |58 2.00 DME1011 |52 2.00 7.50 0.40 \ 1
12 |[DMB1211 |67 2.25 DME1211 |69 2.25 7.75 0.42

14 |[DMB1411 |93 2.50 DME1411 | 118 2.50 10.50 |0.47

16 |DMB1611 | 148 2.50 DME1611 | 136 2.50 10.50 |0.50

18 |[DMB1811 [205 3.00 DME1811 |[235 6.00 13.00 |0.54

20 |DMB2011 |245 3.00 DME2011 | 300 7.00 14.00 |0.57

24 |DMB2411 |315 3.00 DME2411 | 400 7.50 14.50 |0.61

30 |DMB3011 |600 4,75 DME3011 | 535 4.75 13.75 |0.66

36 |DMB3611 |820 5.00 DME3611 | 725 5.00 14.00 |0.74

42 |[DMB4211 [1180 6.00 DME4112 |1,030 [6.00 15.00 |0.82

48 |DMB4811 [ 1475 6.50 DME4811 1,290 |6.50 15.50 | 0.90

90° Bends: MJ X Flange MJ x PE 11-1/4° Bend
Size Item No. A S T Wit.

3 MFB390 | 3.50 5.50 0.33 21

4 MFB490 | 4.00 6.50 0.34 28

6 MFB690 | 5.00 8.00 0.36 46 P p—

8 MFB890 |6.50 9.00 0.38 71 :

10 MFB1090 |7.50 11.00 0.40 121

12 MFB1290 |9.00 12.00 0.42 155 )

14 MFB1490 |11.50 |14.00 0.47 208 F
16 MFB1690 |12.50 |15.00 0.50 280 A
18 MFB1890 |14.00 |16.50 0.54 332 T '

20 MFB2090 |15.00 |18.00 0.57 441 _i
24 MFB2490 |16.75 |22.00 0.61 618

30 MFB3090 |21.50 |25.00 0.66 994

36 MFB3690 |24.50 |28.00 0.74 1462

42 MFB4290 |29.25 |31.00 0.82 2112 MJ x Flange 90° Bend
48 MFB4890 |33.25 | 34.00 0.90 2816

45° Bends: MJ x Flange

Size Item No. A S T Wit.

3 MFB345 |1.50 3.00 0.33 17

4 MFB445 |2.00 4.00 0.34 34

6 MFB645 | 3.00 5.00 0.36 57

8 MFB845 |3.50 5.50 0.38 83

10 MFB1045 |4.50 6.50 0.40 122

12 MFB1245 |5.50 7.50 0.42 159

14 MFB1445 |5.00 7.50 0.47 162

16 MFB1645 |5.50 8.00 0.50 290

18 MFB1845 |6.00 8.50 0.54 252

20 MFB2045 |7.00 9.50 0.57 338

24 MFB2445 |7.50 11.00 0.61 442

30 MFB3045 |10.50 |15.00 0.66 765

36 MFB3645 |11.50 |[18.00 0.74 1167 MJ x Flange 45° Bend
42 MFB4245 |14.00 |21.00 0.82 1720

48 MFB4845 |15.00 | 24.00 0.90 2276

Member
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Crosses
— S'zgranch Item No. H J T T Wt.
3 3 DMC33 3.00 3.00 0.33 0.33 35
4 3 DMC43 3.50 4.00 0.34 0.33 49
4 4 DMC44 4.00 4.00 0.34 0.34 40
6 3 DMC63 3.50 5.00 0.36 0.33 49
6 4 DMC64 4.00 5.00 0.36 0.34 68
6 6 DMC66 5.00 5.00 0.36 0.36 75
8 4 DMC84 4.00 6.50 0.38 0.34 99
8 6 DMC86 5.00 6.50 0.38 0.36 108
8 8 DMC88 6.00 6.00 0.38 0.38 105
10 3 DMC103 3.00 7.50 0.40 0.33 115
10 4 DMC104 4.00 7.50 0.40 0.34 112
10 6 DMC106 5.00 7.50 0.40 0.36 119
10 8 DMC108 6.50 7.50 0.40 0.38 138
10 10 DMC1010 7.00 7.00 0.40 0.40 145
12 4 DMC124 4.00 8.75 0.42 0.34 119
12 6 DMC126 5.00 8.75 0.42 0.36 140
12 8 DMC128 6.50 8.75 0.42 0.38 162
12 10 DMC1210 7.50 8.75 0.42 0.40 190 ,
12 12 DMC1212 8.50 8.50 0.42 0.42 213 *ﬁ%——éﬁ’
14 4 DMC144 5.50 10.50 0.47 0.34 162 —’@J‘
14 6 DMC146 6.50 10.50 0.47 0.36 200 t
14 8 DMC148 7.50 10.50 0.47 0.38 259 I =
14 10 DMC1410 8.50 10.50 0.47 0.40 223
14 12 DMC1412 9.50 10.50 0.47 0.42 244 T
14 14 DMC 1414 |10.50 10.50 0.47 0.47 299 J
16 6 DMC166 6.50 11.50 0.50 0.36 250 l Fj ﬁ |
16 8 DMC168 7.50 11.50 0.50 0.38 289 f 0
16 10 DMC 1610 | 8.50 11.50 0.50 0.40 345 / ———
16 12 DMC 1612 | 9.50 11.50 0.50 0.42 397 i &
16 14 DMC1614 10.50 11.50 0.50 0.47 333
16 16 DMC 1616 11.50 11.50 0.50 0.50 385 MJ Cross
18 6 DMC186 6.50 12.50 0.54 0.36 260
18 8 DMC188 7.50 12.50 0.54 0.38 282
18 10 DMC1810 8.50 12.50 0.54 0.40 308
18 12 DMC1812 9.50 12.50 0.54 0.42 348
18 14 DMC1814 10.50 12.50 0.54 0.47 384
18 16 DMC1816 11.50 12.50 0.54 0.50
18 18 DMC1818 12.50 12.50 0.54 0.54
20 6 DMC206 6.50 14.00 0.57 0.36 306
20 8 DMC208 8.00 14.00 0.57 0.38 379
20 10 DMC2010 9.00 14.00 0.57 0.40 370
20 12 DMC2012 10.00 14.00 0.57 0.42 413
20 14 DMC2014 11.00 14.00 0.57 0.47 451
20 16 DMC2016 12.00 14.00 0.57 0.50 634
20 18 DMC2018 13.00 14.00 0.57 0.54 547
20 20 DMC2020 14.00 14.00 0.57 0.57 605
24 6 DMC246 7.00 16.00 0.61 0.36 403
24 8 DMC248 8.00 16.00 0.61 0.38 481
24 10 DMC2410 9.00 16.00 0.61 0.40 465
24 12 DMC2412 10.00 16.00 0.61 0.42 529
24 14 DMC2414 11.00 16.00 0.61 0.47 553
24 16 DMC2416 12.00 16.00 0.61 0.50 714
24 18 DMC2418 13.00 16.00 0.61 0.54
24 20 DMC2420 14.00 16.00 0.61 0.57 1589
24 24 DMC2424 16.00 16.00 0.61 0.61
30 6 DMC306 8.50 20.00 0.66 0.36
30 8 DMC308 8.50 20.00 0.66 0.38
30 12 DMC3012 10.00 20.00 0.66 0.42 882
30 16 DMC3016 12.50 20.00 0.66 0.50 866

Weights in Pounds, Less Accessories / Dimensions in inches
Ductile Iron Class 350 per ANSI/AWWA C153/A21.53
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C153 Mechanical Joint Compact Fittings

Crosses (continued)

— S'zgranch ltem No. H J T e W.
30 20 DMC3020 15.00 20.00 0.66 0.57 991
30 24 DMC3024 16.00 20.00 0.66 0.61 1246
30 30 DMC3030 22.00 22.00 0.66 0.66 1840
36 24 DMC3624 16.00 23.50 0.74 0.61 1785
36 30 DMC3630 20.00 23.50 0.74 0.66
36 36 DMC3636 26.00 26.00 0.74 0.74 2655
42 12 DMC4212 12.50 27.50 0.82 0.42
42 16 DMC4216 13.00 27.50 0.82 0.50
42 24 DMC4224 20.00 27.50 0.82 0.61 2668
42 30 DMC4230 22.00 29.50 0.82 0.66 2950
42 36 DMC4236 30.00 30.00 0.82 0.74 3955
42 42 DMC4242 30.00 30.00 0.82 0.82 3725
48 12 DMC4812 12.50 32.00 0.90 0.42 1897
48 16 DMC4816 23.00 32.00 0.90 0.50 2617
48 24 DMC4824 23.00 32.00 0.90 0.61 2766
48 30 DMC4830 23.00 32.00 0.90 0.66 4500
48 36 DMC4836 33.50 32.25 0.90 0.74 3719
48 42 DMC4842 8.5 3.5 0.90 0.82 4590
48 48 DMC4848 33.5 33.5 0.90 0.90 4955
Tees

SIZE MJ x MJ MJ x Flange
Run |Branch| Item No. Wit. H J T T Item No. | Wt. H L
2 2 DMT22 |16 3.00 [3.00 |0.30 [0.30
3 3 DMT33 |28 3.00 [3.00 |0.33 [0.33 DMF33 |28 3.00 [5.50
4 2 DMT42 |29 3.50 [4.00 |0.34 [0.30
4 3 DMT43 |30 3.50 [4.00 |0.34 |[0.33 DMF43 |30 3.50 [6.50
4 4 DMT44 |32 4.00 14.00 [(0.34 ]0.34 DMF44 |38 4.00 [6.50
6 3 DMT63 |42 3.50 |[5.00 |0.36 [0.33 DMF63 |51 3.50 [8.00
6 4 DMT64 |46 4.00 |5.00 [(0.36 ]0.34 DMF64 |54 4.00 |8.00
6 6 DMT66 |56 500 [5.00 |0.36 |0.36 DMF66 |56 5.00 [8.00
8 3 DMT83 |52 4.00 (6.50 [(0.38 ]0.33 DMF83 |70 4.00 ([9.00
8 4 DMT84 |60 400 |6.50 [(0.38 ]0.34 DMF84 |72 4.00 ([9.00
8 6 DMT86 |72 500 [6.50 |0.38 [0.36 DMF86 |83 5.00 [9.00
8 8 DMT88 |86 6.50 [6.50 |0.38 [0.38 DMF88 |94 6.50 [9.00
10 3 DMT103 |75 4.00 |7.50 [(0.40 ]0.33
10 4 DMT104 |78 400 |7.50 |(0.40 ]0.34 DMF104 (89 4.00 (11.00
10 6 DMT106 |90 500 [7.50 |0.40 [0.36 DMF106 [107 |5.00 [11.00
10 8 DMT108 (105 |6.50 |[7.50 |0.40 [0.38 DMF108 [115 |6.50 [11.00
10 10 DMT1010 |120 |7.50 |7.50 |(0.40 |0.40 |DMF1010|130 |[7.50 [11.00
12 3 DMT123 |90 4.00 |8.75 [0.42 ]0.33
12 4 DMT124 |94 4.00 |8.75 [0.42 10.34 DMF124 (115 |4.00 |12.00
12 6 DMT126 (110 |5.00 [8.75 |0.42 |0.36 DMF126 (120 |5.00 |12.00
12 8 DMT128 (125 |6.50 [8.75 [0.42 [0.38 DMF128 (146 |6.50 |12.00
12 10 DMT1210 [140 |7.50 |8.75 |(0.42 |0.40 |[DMF1210|174 |7.50 |12.00
12 12 DMT1212 |160 |8.75 |8.75 [(0.42 |0.42 |DMF1212|198 |[8.75 |12.00
14 3 DMT143 550 [10.50 |0.47 |0.33
14 4 DMT144 (172 |5.50 [10.50 [0.47 [0.34 DMF144 [161 |5.50 |14.00
14 6 DMT146 (182 |6.50 [10.50 [0.47 |0.36 DMF146 (177 |6.50 |14.00
14 8 DMT148 (206 |7.50 [10.50 [0.47 [0.38 DMF148 [199 |7.50 |14.00
14 10 DMT1410 |228 |8.50 |10.50 (0.47 |0.40 |DMF1410 8.50 |14.00
14 12 DMT1412 |234 |9.50 |10.50 (0.47 |0.42 |DMF1412 9.50 |14.00
14 14 DMT1414 |280 |10.50 |10.50 (0.47 |0.47 |DMF1414)|277 |10.50 |[14.00
16 3 DMT163 6.50 [11.50 |0.50 [0.33
16 4 DMT164 (250 (6.50 [11.50 [0.50 [0.34
16 6 DMT166 [228 [6.50 |11.50 [0.50 ]0.36 DMF166 (213 |6.50 |15.00
16 8 DMT168 [248 |[7.50 |11.50 [0.50 ]0.38 DMF168 [260 |7.50 |15.00

Weights in Pounds, Less Accessories / Dimensions in inches

Ductile Iron Class 350 per ANSI/AWWA C153/A21.53
8 | April 2014 SIGMA Corporation www.sigmaco.com

D S S —

H

—

H

MJ Cross

APPROVED

H

H

MJ x Flange

Member

Certified to
ANSINSF 61



Caps and Plugs

¥ SIGMA..
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CAP CAP PLUG PLUG
Size SOLID | TAPPED Wt. SOLID | TAPPED Wt.
Item No. | Iltem No. Item No. | Iltem No.
2 DMK2
3 DMK3 DTK3 8 DMP3 DTP3 8
4 DMK4 DTK4 9 DMP4 DTP4 10
6 DMK®6 DTK6 15 DMP6 DTP6 16
8 DMK8 DTK8 22 DMP8 DTP8 26
10 DMKIO DTK10 32 DMP10 DTP10 36
12 DMK12 DTK12 42 DMP12 DTP12 46
14 DMK14 DTK14 66 DMP14 DTP14 75
16 DMK16 DTK16 92 DMP16 DTP16 95
18 DMK18 DTK18 114 DMP18 DTP18 121 Solid Tapped
20 DMK20 | DTK20 125 DMP20 |DTP20 |135 Plug
24 DMK24 | DTK24 166 DMP24 |DTP24 |175 Plug
30 DMK30 | DTK30 345 DMP30 |DTP30 |355
36 DMK36 DTK36 628 DMP36 DTP36 688
42 DMK42 | DTK42 665 DMP42 |DTP42 |815
48 DMK48 | DTK48 901 DMP48 | DTP48 | 1085
Wyes 45° laterals
e S'z‘;ranch Item No. X Y P T T Wt.
3 3 DMY33 2.00 8.50 8.50 0.33 0.33 36
4 2 DMY42 2.00 8.50 8.50 0.34 0.30 39
4 3 DMY43 2.50 9.50 9.50 0.34 0.33
4 4 DMY44 2.50 9.50 9.50 0.34 0.34 45
6 4 DMY64 1.50 11.00 11.00 0.36 0.34 67
6 6 DMY66 3.00 13.00 13.00 0.36 0.36 93
8 3 DMY83 0.50 13.00 13.00 0.38 0.33
8 4 DMY84 0.50 13.00 13.00 0.38 0.34 93
8 6 DMY86 |2.00 14.50 1450 |[0.38 0.36 113
8 8 DMY88 3.50 16.00 16.00 0.38 0.38 136
10 3 DMY103 | 0.00 15.00 15.00 0.40 0.33
10 4 DMY104 |0.00 15.00 15.00 |0.40 0.34 118
10 6 DMY106 |1.00 16.00 16.00 |0.40 0.36 136
10 8 DMY108 |2.50 17.00 17.00 |0.40 0.38 170
10 10 DMY1010 | 3.50 19.00 19.00 |0.40 0.40 199
12 3 DMY123 |0.00 16.50 16.50 |0.42 0.33
12 4 DMY124 |0.00 16.50 16.50 |0.42 0.34 150
12 6 DMY126 |1.50 18.50 18.50 |0.42 0.36 186
12 8 DMY128 |1.50 18.50 18.50 0.42 0.38 188
12 10 DMY1210 | 3.00 20.00 20.00 0.42 0.40 223
12 12 DMY1212 |4.50 2250 [2250 |[0.42 0.42 272 Wyes Lateral 45°
14 6 DMY146 |0.00 19.00 21.50 0.47 0.36
14 8 DMY148 |1.50 20.00 22.50 0.47 0.38 230
14 10 DMY1410 |[4.00 25.00 25.00 0.47 0.40
14 12 DMY1412 | 5.00 25.00 25.00 0.47 0.42
14 14 DMY1414 |6.00 25.00 25.00 0.47 0.47
16 6 DMY166 |0.00 21.50 24.00 0.50 0.36
16 8 DMY168 | 1.50 23.00 25.00 0.50 0.38
16 10 DMY1610 | 6.50 28.00 28.00 0.50 0.40
16 12 DMY1612 |6.50 28.00 [28.00 |0.50 0.42
16 14 DMY1614 |6.50 28.00 |[28.00 |0.50 0.47
16 16 DMY1616 | 6.50 28.00 28.00 0.50 0.50
18 4 DMY184 |0.00 23.00 (2550 |0.54 0.34
18 6 DMY186 |0.00 23.00 25.50 0.54 0.36 348
18 8 DMY188 |1.50 25.00 27.50 0.54 0.38 380
18 10 DMY1810 |4.50 30.00 30.00 0.54 0.40
18 12 DMY1812 |4.50 30.00 |[30.00 |0.54 0.42 479
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¥ SIGMA..

Quality - Service — Commitment — Delivered.

=
_ T1 L3
- UE’Z i rn
a |z
L1 = L2 T
T_
MJ x MJ PE x MJ (small end MJ) MJ x PE (large end MJ) PE x PE
Reducers
Size MJ x MJ PE x MJ (Small End MJ) | MJ X PE (Large End MJ) PE x PE
Item No. Wt. | L Item No. | Wt. |[L1 Item No. Wt. | L2 Item No. | Wt. L3 T T1
3x2 DMR32 14 2.50 0.33 |0.30
4x2 DMR42 16 2.50 | SPR42 14 8.00 0.34 |0.30
4x3 DMRA43 18 3.00 |SPR43 17 8.50 LPR43 18 8.50 |PPR43 14 14.00 | 0.34 ]0.33
6x3 DMR63 22 5.00 |SPR63 24 10.50 |LPR63 19 10.50 | PPR63 19 16.00 | 0.36 |0.33
6x4 DMR64 24 4,00 |SPR64 25 9.50 LPR64 25 9.50 |PPR64 22 15.00 | 0.36 |0.34
8x3 DMR83 5.00 0.38 |0.33
8x4 DMR84 32 5.00 |SPR84 30 10.50 |LPR84 34 10.50 | PPR84 30 16.00 | 0.38 |0.34
8x6 DMR86 36 4,00 |SPR86 35 9.50 LPR86 32 9.50 |PPR86 30 15.00 | 0.38 |0.36

10x4 DMR104 46 7.00 |SPR104 |43 12.50 |LPR104 43 12.50 | PPR104 |46 18.00 [0.40 (0.34
10x6 DMR106 47 5.00 |[SPR106 |46 10.50 |LPR106 42 10.50 | PPR106 | 46 16.00 [0.40 |[0.36
10x8 DMR108 50 [4.00 |[SPR108 |42 9.50 LPR108 50 9.50 | PPR108 |47 15.00 | 0.40 |0.38
12x4 DMR124 58 9.00 |SPR124 |60 1450 |LPR124 60 14.50 | PPR124 |58 20.00 1042 (0.34
12x6 DMR126 58 7.00 |[SPR126 |58 1250 |LPR126 58 12.50 | PPR126 |57 18.00 |0.42 |0.36
12x 8 DMR128 57 5.00 |SPR128 |54 10.50 |LPR128 55 10.50 | PPR128 | 54 16.00 | 0.42 |0.38
12x10 | DMR1210 |61 4.00 |SPR1210 |59 9.50 LPR1210 59 9.50 | PPR1210 |54 15.00 | 0.42 |0.40
14x 6 DMR146 100 [9.00 |[SPR146 |100 |[16.90 [LPR146 104 | 14.50 | PPR146 |93 22.30 1047 |[0.36
14x8 DMR148 100 [(7.00 |[SPR148 |98 14.90 |LPR148 98 12.40 | PPR148 |94 20.30 1047 [0.38
14x10 |DMR1410 | 100 [5.00 |SPR1410 |94 12.90 |LPR1410 92 10.40 | PPR1410 | 90 18.30 | 0.47 |0.40
14x12 |DMR1412 | 100 [4.00 |SPR1412 |90 11.90 |LPR1412 92 9.40 | PPR1412 |88 17.30 | 0.47 |0.42
16 x 6 DMR166 124 |[11.00 [ SPR166 |125 |[18.90 [LPR166 136 | 16.50 | PPR166 |93 2430 10.50 |[0.36
16 x 8 DMR168 124 (9.00 |[SPR168 |121 [16.90 |[LPR168 128 |14.40 | PPR168 | 119 22.30 10.50 [0.38
16 x10 | DMR1610 | 124 [7.00 |SPR1610 | 105 [15.00 |LPR1610 123 [ 12.50 [ PPR1610 | 119 20.50 | 0.50 |0.40
16 x12 |DMR1612 | 112 [5.00 |SPR1612 | 109 [12.90 |LPR1612 108 [10.50 [ PPR1612 |99 18.30 [0.50 [0.42
16 x 14 | DMR1614 | 140 (4.00 |SPR1614 |126 [12.00 |LPR1614 132 | 12.00 | PPR1614 | 129 19.70 [0.50 |[0.47
18 x4 DMR184 11.00 054 (0.34

18x6 DMR186 194 | 13.00 0.54 |[0.36
18x8 DMR188 190 (13.00 [ SPR188 |170 |[20.00 |[LPR188 195 [19.50 | PPR188 | 170 27.40 | 0.54 |0.38
18x10 | DMR1810 | 195 [10.00 | SPR1810 | 165 [18.00 |LPR1810 185 |17.40 | PPR1810 | 160 25.50 | 0.54 |0.40

18x12 |DMR1812 | 180 [7.00 |SPR1812 |150 [15.50 |LPR1812 175 |14.00 | PPR1812 | 150 19.50 [0.54 |[0.42
18x14 |DMR1814 | 190 |6.00 |[5PR1814 |[175 |15.00 |LPR1814 190 | 15.00 | PPR1814 | 160 23.00 |0.54 |[0.47
18x16 |DMR1816 | 195 |[5.00 |[SPR1816 [170 |12.50 |LPR1816 190 |12.50 | PPR1816 | 145 18.00 | 0.54 |0.50
20x6 DMR206 232 |16.00 | SPR206 |201 |[22.00 |LPR206 231 | 19.00 | PPR206 | 106 2750 |10.57 |[0.36
20x8 DMR208 227 [16.00 [ SPR208 |198 |27.00 |LPR208 227 119.00 | PPR208 | 106 2750 10.57 [0.38
20x 10 | DMR2010 |220 |14.00 | SPR2010 [200 |22.00 |LPR2010 210 | 19.00 | PPR2010 | 180 27.50 |10.57 |[0.40
20x12 |DMR2012 | 205 |12.00 | SPR2012 [ 170 |17.50 |LPR2012 205 | 16.00 | PPR2012 | 190 21.50 |10.57 [0.42
20 x 14 | DMR2014 | 200 | 10.00 | SPR2014 [ 190 |18.00 |LPR2014 205 | 17.90 | PPR2014 | 195 26.00 | 0.57 |[0.47
20x 16 |DMR2016 |200 |7.00 |SPR2016 [185 |13.50 |LPR2016 200 |13.50 | PPR2016 | 170 19.00 | 0.57 |0.50
20x 18 |DMR2018 |225 |4.00 |SPR2018 [200 |12.00 |LPR2018 215 (12.00 [ PPR2018 [ 190 20.00 | 0.57 |0.54
24x6 DMR246 SPR246 |[284 |21.50 |LPR246 320 [21.00 | PPR246 | 283 22.50 |0.61 |0.36
24x8 DMR248 SPR248 [282 |21.50 |[LPR248 316 |21.00 | PPR248 | 281 22.50 | 0.61 |0.38
24x10 | DMR2410 SPR2410 (276 |21.50 [LPR2410 310 |[21.00 | PPR2410 | 274 22.50 |0.61 |0.40
24 x12 | DMR2412 SPR2412 275 |21.50 |LPR2412 290 |21.00 | PPR2412 | 240 2250 |10.61 [0.42
24 x14 | DMR2414 SPR2414 310 |22.00 |LPR2414 315 |21.90 [ PPR2414 | 295 25.00 1 0.61 |[0.47
24x16 | DMR2416 SPR2416 285 |17.50 |LPR2416 285 | 17.50 | PPR2416 | 285 23.00 |0.61 [0.50
24x18 | DMR2418 SPR2418 [ 300 |18.00 |LPR2418 310 | 18.00 [ PPR2418 | 290 21.00 1 0.61 [0.54
24 x20 | DMR2420 SPR2420 270 |13.50 [LPR2420 275 | 13.50 | PPR2420 | 240 14.00 | 0.61 |0.57
30x12 | DMR3012 0.66 1042

: Weights in Pounds, Less Accessories / Dimensions in inches
@ @
APPROVED ;

Ductile Iron Class 350 per ANSI/AWWA C153/A21.53
Member
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¥ SIGMA.

Quality — Service — Commitment — Delivered.

Sleeves A
SHORT LONG
Size | SLEEVE Wt. L SLEEVE Wit. L1 T e ] 1L
Item No. Item No.
3 DMS3 13 7.50 DML3 18 12.00 0.33
4 |DMs4 177|750 |D™mLa |20 1200 |0.34 172 4
6 DMS6 28 7.50 DML6 33 12.00 0.36 L
8 DMS8 38 |750 |DML8 46 12.00 |0.38 Short Sleeve
10 DMS10 49 7.50 DML10 62 12.00 0.40
12 DMS12 56 7.50 DML12 76 12.00 0.42 T PN
14 DMS14 111 9.50 DML14 140 15.00 0.47
16 DMS16 123 19.50 DML16 170 15.00 0.50
18 |DMS18 160 [9.00 |DML18 | 200 15.00 |0.54 . L
20 DMS20 195 19.00 DML20 255 15.00 0.57
24 DMS24 226 |9.00 DML24 335 15.00 0.61
30 DMS30 472 15.00 DML30 640 24.00 0.66
36 DMS36 673 15.00 DML36 925 24.00 0.74 o p7a
42 DMS42 887 15.00 DML42 1390 24.00 0.82 = L
48 DMS48 1136 | 15.00 DML48 1740 24.00 0.90
Long Sleeve
Dual Cutting-In Sleeves / " T
Size Item No. Wt. T T1 A L1 %
3 DCL3 34 0.33 0.35 3.96 20
4 DCL4 50 0.34 0.37 4.80 20 nyr ] K
6 DCL6 62 0.36 0.39 6.90 20
8 DCL8 90 0.38 0.41 9.05 20
10 DCL10 | 105 0.40 0.43 11.10 |20 74
12 DCL12 | 128 0.42 0.45 13.20 |20 L

Dual Cutting- In Sleeves

Weights in Pounds, Less Accessories / Dimensions in inches
‘: Ductile Iron Class 350 per ANSI/AWWA C153/A21.53
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